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HEAVY UNE INDICATES WORK TO BE DONE 

HEAVY DASHED UNE IOGATE5 DEVICE AND/OR CIRCUITRY TO BE REMOVED 
LIGHT UNE INDICATES EXISTING DEVICE AND/OR CIRCUITRY TO REMAIN 
DASHED UGHT UNE INDICATES FUTURE WORK BY OTHI 


FIRE ALARM CABLE IN 3/4* GALVANIZED STEEL CONDUIT 


LENGTH OF 
END OF CONDUIT TO HAVE 


NUMBER OF CABLES 



4* GALVANIZED STEEL CONDUIT. 


TYPE OF CABLE 

2#14 AWG. 200T, 600V 
MEA APPROVED N.Y.C. 

2|u a»g. 20cr, eoov 

MEA APPROVED N.Y.C. 

2#12 MG. 200T, 600V 
MEA APPROVED N.Y.C. 

2#t2 AWG, 20CT, 600V 
MEA APPROVED N.Y.C. 


SHIELDED TWISTED PAIR TEFLON CABLE, CLASS *E?, BSA 
OR LOCAL LAW #5. 

UNSHIELDED TWISTED PAIR TEFLON CABLE, CLASS *r, BSA AND 
OR LOCAL LAW #5. 

SHIELDED TWISTED PAIR TEFLON CABLE, CLASS BSA AND 
OR LOCAL LAW #5. 

UNSHIELDED TWISTED PAIR TEFLON CABLE, CLASS BSA AND 
LOCAL LAW f 5. 


RECESSED CEIUNG MOUNTED ROUND SPEAKER, WHEELOCK MODEL #E90-W 
WITHOUT SUBSTITUTION. TAP SETTING AS INDICATED. 

WALL MOUNTED SQUARE SPEAKER, WHEELOCK MODEL #E70-R WITH SBB 
BACKBOX WITHOUT SUBSTTTUTION. TAP SETTING AS INDICATED. 

FLUSH MOUNTED STROBE (SURFACE MOUNTED IS PERMITTED ONLY WHERE aUSH 
MOUNTING IS NOT POSSIBLE). THE NUMERAL INDICATES STROBE CANDELA RATING, 
TYPE AND MODEL # A* FOLLOWS: 


15cd 
30cd 

75cd 
110cd 


- 15 CANDELA STROBE, WHEELOCK MODEL #RSS-241 5W-FR 
WITHOUT SUBSTITUTION. 

- 30 CANDELA STROBE, WHEELOCK MODEL #RSS-2430W-FR 

WITHOUT SUBSTITUTION. 

- 75 CANDELA STROBE, V/HEELOCK MODEL #RSS-2475W-FR 
WITHOUT SUBSTITUTION. 

- 110 CANDELA STROBE, WHEELOCK MODEL #RSS-24110W-FR 
WITHOUT SUBSTITUTION. 


SURFACE MOUNTED COMBINATION STROBE/SPEAKER UNIT, USTED WITH RESPECTIVE CANDELA 
RATED STROBE, AND INSTALLED USING BACK BOX WHEELOCK MODEL f SBB, WITHOUT 
SUBSTITUTIONS. THE NUMERALS. WITH SUFFIX "W* INDICATES SPEAKER TAP SETTING 
AND SUFRX *c<f INDICATES STROBE CANDELA RATING AS FOLLOWS: 


15cd 
30cd 

75cd 
110cd 


15 CANDELA. STROBE WITH SPEAKER, WHEELOCK MODEL #E70-2415W-FR 
WTTMOUT SUBSTITUTION. 

30 CANDELA STROBE WITH SPEAKER, WHEELOCK MODEL #E70-2430W-FR 
WITHOUT SUBSTTTUTION. 

75 CANDELA STROBE WITH SPEAKER. WHEELOCK MODEL #E70-2475W-FR 
WITHOUT SUBSTITUTION. 

1 10 CANDELA STROBE WITH SPEAKER, WHEELOCK MODEL #E70-241 10-FR 
WITHOUT SUBSTITUTION. 


ALD LOOP DEVICE 
(AS DIRECTED BY 



{ FIRST THREE DIGITS REPRESENT NETWORK/LOOP ADDRESS 
, AND LAST THREE DIGITS REPRESENT DEVICE ADDRESS. 


DIGIT DEVICE 
COMPLETE SIX 
AS S HOWN 

FOLLOWS: 



CTOR PYROTRONICS MODEL #FP-1t WITH MOUNTING BASE 
-11 WITHOUT SUBSTITUTIONS. "-OCX** REPRESENTS LAST THREE 
ONLY. CONTRACTOR SHALL TAG DETECTOR HEAD AND BASE WITH 
DEVICE ADDRESS (INCLUDING NETWORK/LOOP AND DEVICE ADDRESSES) 
THE SINGLE DIGIT NUMERAL INDICATES INSTALLATION METHOD AS 


1 - SUSPENDED CEIUNG/DRY WALL MOUNTED. FOR INSTALLATION, SEE DETAIL *E* ON 
DRAWING E-02-4. 


SURFACE MOUNTED (FOR OPEN CEIUNG 
DETAIL m <* ON DRAWING E-02-4. 


AREA ONLY). FOR INSTALLATION, SEE 


ATC EXTENSION ADDRESSABLE TERMINAL STRIP CABINET. 



ADDRESSABLE INTERFACE 
F03 MOUNTING TYPE AND 
E— 02— 04. 

PULL BOX 


EXISTING TERMINAL STRIP CABINET 


EXISTING ADDRESSABLE TERMINAL STRIP CABINET. 


> PYROTRONICS MODEL #TRI-B6D, WITHOUT SUBSTITUTION 
, SEE APPLICABLE DETAIL T OR "J* ON DRAWING 


AUXILIARY POWER SUPPLY/NOTIFICATION CIRCUIT EXTENDER. PYROTRONICS MODEL #PAD-2R, 
WITHOUT SUBSTITUTION. 

TENANT INTERFACE BOX (TIB) 


MANUAL PULL STATION, PYROTRONICS MSI-CS2 
INSTALLED BY THE CONTRACTOR, FURNISHED BY THE AUTHORITY 
HEIGHT 4€T AFF TO CENTEMJNE. 



1. ALL 


2. 


3. 



SIZE AS 
BY THE 
CEIUNG SHALL BE 

, UNLESS OTHERWISE 


DRAIN WIRE AT BOTH ENDS OF SHIELDED CABLES USING TYPICAL SHIELD/DRAIN 
INSULATING METHOD AS SHOWN ON DRAWING E-02-5. SHIELD MUST BE CONTINUOUS 
THROUGHOUT THE CIRCUIT AND INSULATED. 


THE 
PRIOR TO 


BASE 
. FINAL 


SYSTEM FIRE ALARM PANELS WILL BE BY THE AUTHORITY. 
DEVICES (SMOKE DETECTORS & TRJ'S) SHALL BE BY 
CONFIRMATION OF ADDRESSES SHALL BE AS DIRECTED BY ENGINEER, 



4. SET TAP SETTINGS ON ALL SPEAKERS (AS SHOWN ON DWG'S). PRIOR TO INSTALLATION. 

5. ALL PENETRATIONS MADE IN EXISTING FIRE ALARM EQUIPMENT SHALL BE MADE IN THE 
PRESENCE OF THE ENGW1ER. NO TOP PENETRATIONS SHALL BE MADE IN ANY FIRE ALARM 
PANELS. 



6. PATCH & SEAL PENETRATIONS FROM ALL CONDUITS PASSING THRU WALLS, FLOORS 
PLENUMS WITH THERMARBER (OAE.). 

7. FOR MOUNTING DETAILS AND WIRING DIAGRAMS OF SPEAKERS, STROBES, SMOKE DETECTORS 
AND TRI'S SEE DWG. E-02-4, E-02-5, AND E-02-6. NO *T* TAPPING WILL BE PERMITTED. 
ALL BOX COVERS, CONDULET COVERS, ETC. SHALL BE PAINTED RED. 

8. SHAPING AND LA8EUNG OF ALL CABLES AND FINAL CONNECTIONS IN THE TSC AND ATC CABINETS SHALL 
BE PERFORMED BY THE CONTRACTOR. THIS WORK SHALL BE DONE IN THE PRESENCE OF THE ENGINEER. 

9. CONTRACTOR SHALL USE BRADY LABELS JWML-205-292- 1 (OAE.) FOR LABEUNG OF 
A$|#>NDUCTORS AND #WML-305-292 (OAE.) FOR LABELING OF ALL CABLES. 

10. UNDER THE DIRECTION OF THE ENGINEER, CONTRACTOR SHALL REMOVE EXISTING CEIUNG SURFACE MOUNTED 
SPEAKERS, SMOKE DETECTORS AND STROBES ONLY AFTER DEVICES TO BE INSTALLED ARE OPERATIONAL. 

^ 1 * ALJw 


SHOWN TO BE REMOVED SHALL HAVE ITS ASSOCIATED TERMINATION WIRING 
AND TAPED IN PLACE. ENDS OF ABANDONED CABLES SHALL BE TAGGED 
NOT IN UST. 

12. PRIOR TO INSTALLATION, CONTRACTOR SHALL TEST ALL REELS OF FIRE ALARM CABLES FOR CONTINUITY 
AND SHORT CIRCUITS. THIS WORK SHALL BE DONE IN THE PRESENCE OF THE ENGINEER. 

13. FIRE ALARM CABLES SHALL BE TESTED IN ACCORDANCE TO THE AUTHORITY'S ENGINEERING 
TEST PROCEDURES. ALL TEST RESULTS SHALL BE SUBMITTED TO THE ENGINEER FOR APPROVAL 

14. AS SOON AS ACCESS TO THE CEIUNG AREA IS NO LONGER REQUIRED FOR THE INSTALLATION 
AND TESTING OF WIRING AND DEVICES, CONTRACTOR SHALL REPLACE ALL REMOVED CEIUNG TILES 
AND/OR PATCH CEIUNG AS REQUIRED. 

15. ALL FINISHES DISTURBED BY THE INSTALLATION OF DEVICES OR WIRING SHALL BE RESTORED 
TO THEIR ORIGINAL OR MATCHING CONDITION. 

16. CONTRACTOR SHALL COORDINATE DEVICE PENETRATIONS WITH ENGINEER FOR ALL 
NON-DRYWALL FACED WALLS. 

17. CONTRACTOR SHALL PERFORM ALL WORK SHOWN ON CERBERUS PYROTRONICS DRAWINGS 
MXLRV-NE-M2- 1 AND MXLRV-NE-M2-2, WHICH INCLUDES INTERNAL WIRING REMOVAL, CHANGES, & 
ADDITIONS AND EXTERNAL WIRING TERMINATIONS AS WELL AS COMPONENT INSTALLATION, EXCEPT THAT 
NOTES 1, 2 & 3 ON SAID DRAWINGS SHALL NOT APPLY AND ALL WORK SHALL BE PEFORMED IN 
ACCORDANCE WITH THE REQUIREMENTS OF THIS CONTRACT. ALL WORK SHALL BE PERFORMED IN THE 
PRESENCE OF THE ENGINEER. 

18. CONTRACTOR SHALL PERFORM ASBESTOS ABATEMENT AND PROVIDE Ff REPROOFING AND/OR INSULATION WHERE 
ASBESTOS CONTAINING MATERIAL HAS BEEN REMOVED, AS DIRECTED BY THE ENGINEER. FURTHER, THE 
CONTRACTOR SHALL PROVIDE CUSTODIAL SERVICES TO TENANTS, AS DIRECTED BY THE ENGINEER. THE 
CONTRACTOR SHALL BE COMPENSATED FOR PERFORMING ASBESTOS ABATEMENT, FIREPROOFING AND/OR 
INSULATION AND CUSTODIAL SERVICES WORK ON A NET COST BASIS. 

19. "NET COST" SHALL BE COMPUTED IN THE SAME MANNER AS IS COMPENSATION FOR EXTRA WORK, INCLUDING ANY 
PERCENTAGE ADDITION TO COST, AS SET FORTH IN THE CLAUSE OF THE CONTRACT PROVIDING COMPENSATION FOR 
EXTRA WORK. PERFORMANCE OF SUCH NET COST WORK SHALL BE SUBJECT TO ALL PROVISIONS OF THE CONTRACT 
RELATING TO PERFORMANCE OF EXTRA WORK. COMPENSATION FOR SAID NET COST WORK SHALL NOT BE CHARGED 
AGAINST THE TOTAL AMOUNT OF COMPENSATION AUTHORIZED FOR EXTRA WORK. 
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